1%} WeatherTRAK'
2010 WeatherTRAK Product Catalog ETPro2 Smart Water Manager

ACCESSORIES

Easy-to-install expansion cards, accessories and antennas upgrade your current controller’s reception, control compatibility and
remote interface.

Compatible with

ET Pro? ET Pro? ET Plus

ACCESSORIES: COMMUNICATION (pg. 1 of 2) Model # Basic Central  series

6 ft. Long 120 volt Power Cord WTPWR-06 e
3-prong, UL listed power cord w/ strain

relief. Included with all WeatherTRAK ET plus

Indoor models.

0.5 Ibs.
6'long

Basic Communication Bowtie Antenna ANT-FLEX-BT [ ]
900 (Flex) MHz provides improved recep-
tion for ET plus series only. Comes w/
6'long cable assembly and mounting
hardware. 0.25 Ibs.
J5"w x 4"t x .25"d

Basic Communication Pancake Antenna ANT-FLEX-PC [ | [ ]
900 (Flex) MHz provides improved reception

for controllers mounted within enclosures.

Boosts received signal when needed.

0.5 Ibs.
4"w x 1.5"t x 4"d

Basic Communication Antenna ANT-AMP-Kit || [ ]

Amplifier Kit

900 (Flex) MHz —amplifier assembly to boost

signal strength when Phase

Integrity is less than 20. 4.0 1bs.
3.25"w x 12.5"t x 4"d

AC Surge Protection Kit WT-SPK | |
120-volt in-line surge protector for sites w/
dirty power or where additional protection

is needed.
1.01b.
4"w x4"t x 2"d
Central Monopole Antenna - GPRS ANT-FLEX-MP |
18”long Vertically mounted, monopole
antenna w/ cable assemblies to for central
communication application only.
5.0 Ibs.
18"l x 1" dia.
* WARRANTY: 3 year warranty from the date of purchase
. for all communication accessories.
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ACCESSORIES: COMMUNICATION (pg.2 of 2)

Easy-to-install expansion cards, accessories and antennas upgrade Compatible with
your current controller’s reception, control compatibility and CETPro2  ETPro?  ETPlus
remote interface. Model # Basic Central series
WeatherTRAK Central Internet WTEXB-PRO2-CIM o
Management Upgrade
Upgrades a Basic ET Pro? controller to
Central with WeatherTRAK Internet Central
Management capabilities. Upgrade
includes expansion board and central
pancake antenna provides access to 2.01bs.
www.weathertrak.net central 4w x 6"t x 1"d
web monitoring and management.
Central Pancake Antenna - 40025 [
821.1850 MHz pancake style antenna w/ 3’ )
long antenna cable for two-way communi- iy
cation controllers only. _
Sl Z0F
Fwx15tx4d
Central Antenna Amplifier Kit = ANT-AMP-C-Kit e
Two-way Antenna Amplifier assembly with =
cable assemblies. Kit is housed within an ~
18 gauge, powder-coated, cold-rolled steel \NUL ™
enclosure w/ key lock entry. 17 lbs. j
12"w x 17"t x 5-1/4"d
Central Antenna Amplifier Kit ANT-AMP-C-Yagi-Kit |
w/ Yagi Antenna =
Two-way Antenna Amplifier assembly with
cable assemblies. Kit is housed within an
18 gauge, powder-coated, cold-rolled steel m
enclosure w/ key lock entry. Also includes
Yagi direction antenna w/
mounting brackets and 22 bs.
30’ of custom coax cable. 12"w x 17"t x 5-1/4"d
6-Station Key - ET Pro? Smart Water WTPRO2S-6STA-KEY ] [ |
Manager Series
Station module to increase station count .
by 6 stations. %
1/2 0z.
7/8"w x1-13/16" |
24-Station Output Board - ET Pro? Smart WTPRO2S-STA- | |
Water Manager Series —— EXT-BRD
24-station output board, to expand an ET U
Pro? above 24 stations. Does not include @Eﬁ;@?@;:::;ﬂ
station keys which are 2lbs. | WESEEASRTAN]
sold separately. 525w x9.25" t * WARRANTY: 3 year warranty from the date of purchase
\ for all communication accessories.
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Compatible with
ET Pro? ET Pro? ET Plus

Normally Open Brass Master Valves Series*
Superior, 3100 series, brass, normally open, globe and angle
styles with electrically actuated solenoid master valve series.
Weight and dimensions vary based on size.

3" Globe Style, Normally Open Master Valve WT-MV-075G-SNO [ ] [ ]

1” Globe Style, Normally Open Master Valve WT-MV-100G-SNO [ ] [ ]

e 1-1/4” Globe Style, Normally Open Master Valve WT-MV-125G-SNO [ ] [ ]
e 1-1/2" Globe Style, Normally Open Master Valve WT-MV-150G-SNO [ ] [ ]
@G 2" Globe Style, Normally Open Master Valve WT-MV-200G-SNO [ ] [ ]

2-1/2" Globe Style, Normally Open Master Valve WT-MV-250G-SNO [ ] [ ]
3” Globe Style, Normally Open Master Valve WT-MV-300G-SNO [ ] [ ]
1” Angle Style, Normally Open Master Valve WT-MV-100A-SNO [ ] [ ]
1-1/2” Angle Style, Normally Open Master Valve WT-MV-150A-SNO [ ] [ ]
2" Angle Style, Normally Open Master Valve WT-MV-200A-SNO [ ] [ ]
2-1/2 Angle Style, Normally Open Master Valve WT-MV-250A-SNO [ ] [ ]

3” Angle Style, Normally Open Master Valve

For more technical information log onto www.superiorcontrolsco.com

ACCESSORIES: FLOW SENSORS

Creative Sensor Technology Flow Sensors*

Solvent weld, Sch 40, PVC tee, flow sensor series

w/ removable HDPE impeller, Rated to working pressure of
240 PSI. Recommended for below grade installations.

Maximum wire run 2000 feet. 48 inch single conductor lead.

WT-MV-300A-SNO

* WARRANTY: Manufacturer’s warranty for all Rain Sensors
(or Flow Sensors and Master Valves where appropriate) is

5-years from date of purchase.

1”PVC Tee Model WT-FS-100-CST [ ] [ ]
G)D 1-1/2” PVC Tee Model WT-FS-150-CST [ ] [ ]
'g 2" PVC Tee Model WT-FS-200-CST [ a
(Q For more technical information log onto
'@ www.creativesensortechnologies.com
Badger Meter (Data Industrial) Flow Sensors*
Solvent weld, Sch 80 PVC tee, flow sensor series with
glass-filled nylon, removavble impeller. Rated to working
pressure of 100 PSI. Recommended for below grade installation.
Maximum wire run 2000 feet. 48 inch single conductor lead.
1/2” PVC Tee Model WT-FS-050-DI a e
3/4” PVC Tee Model WT-FS-075-DI [ a
1”PVC Tee Model WT-FS-100-DI [ a
1-1/2” PVC Tee Model WT-FS-150-DlI [ ] [ ] E
2" PVC Tee Model WT-FS-200-DI a a 2
3" PVC Tee Model WT-FS-300-DI a8 a 2
4" PVC Tee Model WT-FS-400 DI a a .

For more technical information log onto www.badgermeter.com
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